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This system makes use of fixed locations to continuously monitor communications
quality of a cellular network’s coverage area.  One system can support up to 100 fixed
locations in a cdmaOne network.

System

Features & Functions

Contact Information:
Sangikyo Corporation
4509, Ikebe-cho, Tsuzuki-ku
Yokohama, Japan  224-0053
e-mail:　info@sangikyo.co.jp

Stationary Area Monitoring System

(1) Dial-up function
(2) Database
(3) Graphical indicators

Measurement Terminal: Network Center Equipment:

Display Indicators

(1) Data collection function
(2) Data save function
(3) Acquired data transmission function
(4) Timer function

Items Measured:

(1) Tx  Power
(2) Rx  Power
(3) FER
(4) Ec/Io

Overview

Items Measured:
・Tx　Power　　　・Ec/Io(ACT)
・Rx　Power　　　・Ec/Io(NEI)
・FER

MonitoringMonitoring
PCPC

Transmit/Receive SystemTransmit/Receive System
DTMF Command

DTMF Command

Communication

Communication

DTMF SignalDTMF Signal
（（AnalogAnalog））

PSTN

Standard System consists of up to 100 measurement terminalsStandard System consists of up to 100 measurement terminals

BS    : Base StationBS    : Base Station
BSC   : Base Station ControllerBSC   : Base Station Controller
GS    : Gateway SwitchGS    : Gateway Switch
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